Clamshell Base
s AFFORD 21 HYBRID CLAMSHELL - StraicHT Rounp ALumivum PoLe Cast Aluminum, 2-Piece Decorative Base of Alloy 356

per ASTM B26 or B108 with stainless steel attaching
hardware. A decorative, Cast Aluminum Transition Ring
of Alloy 356 will be welded in place around the neck-
Tenon down section of the pole shaft.
A Aluminum Alloy 6063-T6
With Alloy 356-T6 The pole shaft will be constructed of seamless extruded
D Tob Diameter Cast Aluminum Adapter tube of 6063 Aluminum Alloy per the requirements of
op Ulamete (Drill Mount Options Available) ASTM B221. The 4-Bolt Cast Aluminum Base Flange
will be of Alloy 356-T6. The pole shaft shall be joined to
the base by means of a complete circumferential weld
in accordance with AWS Specification D1.2. The shaft
assembly shall be full-length heat treated after base
weld to produce a T6 temper.
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Structural 4-Bolt Base
Alloy 356-T6 Note: All STAFFORD 21 pole options may be specified in
5-3/4" g designs utilizing Direct Buried Options.
= Decorative
Cast Aluminum Handhole
Transition Ring 10" Butt Diameter - Reinforced, 4" x 6" curved Cast
Alloy 356-T6 Aluminum Frame (Alloy 356-T6) with Aluminum Door
and two (2) SS Hex Head Screws. Reinforced Frame will
Reinforced 4" x 6" Handhole contain a tapped 3/8"-16NC Grounding Provision.
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Dimensions in Inches

Proven Performance

WARNING: Do not install light pole without luminaire. www.hapco.com hun;,l,! 10F2



STAFFORD 21

A B C Tom

HYBRID CLAMSHELL Straight Rounp ALuminum PoLe
Catalog Number System

M. War Bur  Lum. Maximum EPA The catalog number for Hapco poles utilizes the following
Her.  Twickness Dia.  WeieHT 90 100 110 120 130 140 Cararoc Numser* identification system.
8 0125 10 100 | 837 677 557 468 398 34.3 S1608B1-4-SR-**
0188 10 100 | 1249 1011 833 699 596 513 $1608D1-4-SR-** MOUNTING ~ BUTT  SHAFT
0250 10 100 | 161.8 131.0 1080 907 772 666 S1608F1-4-SR-** HEIGHT ~ DIA. STYLE
10 0125 10 100 | 583 472 386 323 275 236 S1610B1-4-SR-"* LILLr
0.188 10 100 86.9 703 577 484 411 35.4 S1610D1-4-SR-** BASE STYLE WALL ANCHORAGE FINISH
0250 10 100 | 1127 912 750 629 536  46.1 $1610F1-4-SR-** THICK.
12 0125 10 100 | 436 352 285 239 203 174 S1612B1-4-SR-**
0188 10 100 | 652 527 430 360 306 263 $1612D1-4-SR-** Catalog Number Example -
0250 10 100 | 850 687 562 471 401 345 S1612F1-4-SR-**
14 0125 10 100 | 342 275 221 184 156 133 S1614B1-4-SR™ S16 40 F1-4- ,SR ) BA
0188 10 100 515 M6 337 282 239 205 S1614D1-4-SR-** STAFFORD 21 Hybrid Clamshell Base, 40" Mounting Height,
0250 10 100 | 67.4 544 443 371 315 274 $1614F1-4-SR-** 250" Wall Thickness, 10" Butt Diameter, 4-Bolt Base,
16 0125 10 100 | 275 221 174 145 122 104 S1616B1-4-SR-** Straight Round Shaft, Black Powder Coat Finish
0188 10 100 | 419 338 271 226 191 164 $1616D1-4-SR-**
0250 10 100 | 552 445 360 301 255 219 S$1616F1-4-SR-* Wall Thickness  Butt Dia.  Anchorage
18 0125 10 100 220 176 136 112 94 8.0 S1618B1-4-SR-* B=.125" 1=10" 4 = 4-Bolt Base
0188 10 100 | 340 273 216 180 152 130 $1618D1-4-SR-** _ 1oqn i -
0250 10 100 | 451 363 290 242 205 175 |  SI618F1-4-SR- o E = Direct ured
20 0125 10 100 | 177 141 106 87 72 6.1 S1620B1-4-SR-** :
0188 10 100 | 280 224 174 145 122 103 $1620D1-4-SR-** Shaft Style
0250 10 100 | 374 301 238 198 167 14.2 S1620F1-4-SR-** SR = Straioht Round
25 0125 10 100 | 103 80 52 42 33 27 S1625B1-4-SR— =olrag
0188 10 100 | 176 140 101 83 68 57 $1625D1-4-SR-** Powder Coat Finish
0250 10 100 243 194 147 121 104 8.5 S1625F1 '4‘SR'M BA - Black Powder Coat BV - Dark Green Powder Coat
B 0120 1040 6.1 46 2l 14 10 07 S163081-4-SR- BH - White Powder Coat GC - Gray Powder Coat
0188 10 100 | 108 84 52 41 32 26 $1630D1-4-SR-** . /
0950 10 100 159 126 87 70 57 47 S1630F1-4-SR-** BM - Dark Bronze Powder Coat §C - Special Colors™
35 0125 10 50 59 13 N - N - S7635B1-4-SR~ Provide RAL # or Sample Color Chip
0188 10 45 6.7 50 21 14 09 - $1635D1-4-SR-** ) }
0250 10 80 101 78 44 33 25 20 $1635F1-4-SR-** Mounting Options
40 0188 10 65 2.4 15 - - - S1640D1-4-SR-** Tenon Mount
0250 10 40 6.0 44 13 07 = $1640F1-4-SR-** For Tenon Mount applications

EPA Notes: Effective Projected Area (EPA) in square feet. EPA's calculated using wind velocity (mph) *4-Bolt Base Specify both Tenon diameter

indicated in accordance with 2015 AASHTO LRFD (7th Edition) using a 50-year design life. Maximum Anchorage shown. and length.
EPA is based on the luminaire weight shown. Increased luminaire weight may reduce maximum EPA. For direct buried design
If weight is exceeded, or if other design life or code is required, please consult the factory. replace -4 Side Drill Mount

in catalog number with -E.

Includes removable pole cap. N
NOTE: A luminaire drilling template °

must be supplied at time of order. °
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