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Butt Dia. Top Dia. Bour Cig. Dia. Base Dia. Bor ProJ. Bour Size
8 45 11-12 11.25 2.75 1x36x4
9 45 125-14 12.75 2.75 1x36x4
10 (Up To .250") 6 14-15 14 3.25 1x48x4
10 (.312") 6 14-15 14 3.25 1.25x48x6
12 6 16-18 17 3.75 1.25x 48 x 6

WARNING: Do not install light pole without luminaire.

Dimensions in Inches

Clamshell Base

Cast Aluminum, 2-Piece Decorative Base of Alloy 356
per ASTM B26 or B108 with stainless steel attaching
hardware.

The pole shaft will be constructed of seamless extruded
tube of 6063 Aluminum Alloy per the requirements of
ASTM B221. The 4-Bolt Cast Aluminum Base Flange
will be of Alloy 356-T6. The pole shaft shall be joined to
the base by means of a complete circumferential weld
in accordance with AWS Specification D1.2. The shaft
assembly shall be full-length heat treated after base
weld to produce a T6 temper.
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NOTE: All YORK 24 Modified pole options may be
specified in designs utilizing Direct Buried anchorage.
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7"+ Butt Diameters - Reinforced, 4" x 6" curved Cast
Aluminum Frame (Alloy 356-T6) with Aluminum Door
and two (2) SS Hex Head Screws. Reinforced Frame will
contain a tapped 3/8"-16NC Grounding Provision.

Vibration Damper

When determined necessary by Hapco, a Vibration
Damper will be factory-installed inside the pole shaft.
Customer specification of the damper is available.
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CLAMSHELL Taperen Rounp ALuminum PoLe

Catalog Number System

Maximum EPA The catalog number for Hapco poles utilizes the following

Her.  Tuickness Dia.  WeigHT 90 100 110 120 130 140 Cataoc Numser* identification system.
8 0188 8 100 | 1048 847 69.6 583 496 427 Y4M08D8-4-TR-**
0188 9 100 | 1332 1078 886 743 632 544 Y4M08D9-4-TR-** MOUNTING ~ BUTT ~ SHAFT
10 0.188 8 100 | 836 675 552 462 392 337 Y4M10D8-4-TR- HEIGHT ~ DIA. STYLE
0188 9 100 | 106.7 863 707 592 50.3 433 Y4M10D9-4-TR-** LI
12 0.188 8 100 69.0 556 463 378 320 275 Y4M12D8-4-TR-** BASE STYLE WALL ANCHORAGE FINISH
0188 9 100 | 885 714 583 488 414 356 Y4M12D9-4-TR-** THICK
0188 10 100 | 111.2 89.8 735 615 522 449 Y4M12D1-4-TR-**
14 0188 8 100 | 583 468 379 316 267 229 YAM14D8-4-TR-~ Catalog Number Example -
0188 9 100 | 751 605 492 411 348 299 Y4M14D9-4-TR-**
0188 10 100 | 946 763 623 520 441 379 YAM{14D1-4-TR-** Y4M.30 F9-4 - TR. - BA
0188 12 100 1125 910 750 629 535 461 VAM14D2-4-TR-** YORK 24 I\/Iodgﬂed Clamshell Ba;e, 30" Mounting Height,
16 0.188 8 100 | 495 397 319 265 223 19.1 YAM16D8-4-TR- 250" Wall Thickness, 9" Butt Diameter, 4-Bolt Base,
0188 9 100 | 648 521 421 351 297 254 Y4M16D9-4-TR-** Tapered Round Shaft, Black Powder Coat Finish
0188 10 100 | 819 660 536 447 379 325 Y4M16D1-4-TR-**
0188 12 100 | 987 798 657 551  46.8  40.3 Y4M16D2-4-TR-** Wall Thickness  Butt Dia.  Anchorage
18 0188 8 100 418 334 27 220 185 158 Y4M18D8-4-TR-* D=.188" §-=8" 4 = 4-Bolt Base
0188 9 100 | 546 439 352 293 247 21 Y4M18D9-4-TR-** F= 250" 99 E = Direct Buried
0188 10 100 | 701 564 456 379 321 275 Y4M18D1-4-TR-** Gz 312" 1-10"
0188 12 100 | 852 689 566 474 403 347 Y4M18D2-4-TR-** ' 9 1o
20 0.188 8 100 | 357 284 224 184 154 131 Y4M20D8-4-TR- =
0250 8 100 | 480 384 306 253 213 1841 Y4AM20F8-4-TR-** Shaft Style
0188 9 100 | 470 377 300 248 209 17.8 Y4M20D9-4-TR-** TR = Tapered Round
0188 10 100 | 60.1 482 388 322 271 232 Y4M20D1-4-TR-**
0188 12 100 744 600 493 412 350 301 Y4M20D2-4-TR-** Powder Goat Finish
25 0188 8 100 24.6 193 147 118 97 8.1 Y4M25D8-4-TR-** BA - Black Powder Coat BV - Dark Green Powder Coat
0.250 8 100 33.8 268 209 17.0 141 1.9 YAM25F8-4-TR-* BH - White Powder Coat GC - Gray Powder Coat
0188 9 100 | 332 264 204 167 139 118 YAM25D9-4-TR-" BM - Dark Bronze Powder Coat SC - Special Colors*
0250 9 100 | 452 361 285 235 197 167 Y4M25F9-4-TR-** * Provide AL # r Sampe Color Chp
0188 10 100 | 433 345 272 223 187 159 Y4M25D1-4-TR-**
0.188 12 100 | 54.8 441 360 300 254 218 Y4M25D2-4-TR-** . .
30 0188 8 100 | 170 130 92 71 56 46 YAM30D8-4-TR- Mounting Options
0250 8 100 | 243 189 141 112 91 7.6 Y4M30F8-4-TR-** Tenon Mount
0312 8 100 | 312 246 188 151 124 105 Y4M30G8-4-TR-** For Tenon Mount applications
0188 9 100 239 188 139 111 91 7.6 Y4M30D9-4-TR-** specify both Tenon diameter
0250 9 100 | 334 265 202 164 136 115 Y4M30F9-4-TR-** and length.
0188 10 100 | 320 253 193 156 129 108 Y4M30D1-4-TR-**
0250 10 100 | 440 350 274 224 187 158 Y4MB30F1-4-TR-** L
0188 12 100 | 418 335 272 225 190 162 Y4AM30D2-4-TR-** Side Drill Mount
3% 0188 8 8 | 115 85 53 36 26 20 Y4AM35D8-4-TR Includes removable pole cap. .
0250 8 100 | 172 131 91 69 53 43 Y4M35F8-4-TR-** NOTE: A luminaire drilling template o
0312 8 100 229 177 129 100 80 66 Y4M35G8-4-TR-** must be supplied at time of order. °
018 9 100 | 171 131 89 69 54 44 Y4M35D9-4-TR-**
0250 9 100 | 248 194 141 112 91 7.6 Y4M35F9-4-TR-** , )
0188 10 100 | 238 185 135 106 86 7. Y4M35D1-4-TR-* Drill Mount Options
0250 10 100 | 337 265 201 162 133 112 Y4M35F1-4-TR-**
0312 10 100 | 430 342 264 215 178 151 Y4M35G1-4-TR-** g-
0188 12 100 | 325 259 208 171 141 120 Y4M35D2-4-TR-** i o
0250 12 100 438 350 283 234 197 169 Y4AM35F2-4-TR-** D190 D290 D218
0312 12 100 | 52.8 420 329 270 224 19.0 Y4M35G2-4-TR-**
40 0188 8 60 74 5.1 22 10 - = YAM40D8-4-TR-
0250 8 80 120 88 53 35 24 18 Y4MA4OF8-4-TR-** .Q:.
0312 8 100 | 164 123 82 60 45 35 YAM40G8-4-TR-**
0188 9 8 | 119 89 51 36 25 19 |  YAMAODI-4-TR- D390 D312
0250 9 100 | 181 139 93 71 55 44 YAM4OF9-4-TR-** D490
0188 10 100 | 175 133 89 67 5.1 41 Y4M40D1-4-TR-**
0250 10 100 | 257 200 144 113 91 75 YAMA4OF -4-TR-** ; ;
0312 10 100 | 337 264 197 158 129 108 Y4M40G1 -4-TR-** Pole Oripntation
0188 12 100 | 254 201 158 127 104 86 Y4M40D2-4-TR-** D
0250 12 100 | 348 277 222 182 151 128 Y4M4OF2-4-TR-** 180°
0312 12 100 | 428 338 258 210 173 145 Y4AM40G2-4-TR-**
EPA Notes: Effective Projected Area (EPA) in square feet. EPA’s calculated using wind velocity (mph) *4-Bolt Base C 270°— — a0 A
indicated in accordance with 2015 AASHTO LRFD (7th Edition) using a 50-year design life. Maximum Anchorage shown.
EPA is based on the luminaire weight shown. Increased luminaire weight may reduce maximum EPA. For direct buried design
If weight is exceeded, or if other design life or code is required, please consult the factory. replace -4 .
in catalog number with -E. o Hennole-0
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